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Stellar or Stratosphere Ø310mm (12”) Suspended 

MODEL: D-310-SUS 

INSTALLATION INSTRUCTIONS 

Caution 
Check to see if you need a permit. Observe applicable building and electrical codes. Contact a licensed electrician if you have any doubts or questions about the 

connections, or if your home's wiring doesn't appear compatible with the changes you're making. 

Required tools  
• Slot screwdriver or #3 Robertson screwdriver (red handled) 

• 3/32 hex key 

• Optional: Wire cutters and strippers (only if junction box wires need to be stripped) 

• Optional: stainless steel cable cutter, if cutting the low-voltage power cables to length is required 

Step 1 – Turn off power  

1.1 In your electrical circuit panel, locate the circuit breaker control for the room where you’ll be working, and switch the circuit off. Also, turn off 

the light's wall switch. 

1.2 If the circuits in your panel aren't labeled, turn on the existing light, and turn off the power to each circuit until the light goes out. Leave the 

power off, and label this circuit breaker for future reference. Also, turn off the light's wall switch. 

Step 2 - If there is one, remove the old fixture 

2.1 Remove the old fixture. Remove and discard the old wire connectors (“marrettes” or “wire-nuts”). 

2.2 Disconnect the fixture wires from the installed wires in the junction box (electrical box in ceiling). 

Step 3 - Tighten junction box mounting screws 

3.1 Check the junction box in the ceiling where the fixture is to be attached, to see if it is secure or loose. If the junction box is loose, re-secure with 

screws. The junction box must be securely attached to the building structure to support the weight of the fixture. 

Step 4 - Check existing wiring in junction box 

4.1 The neutral (white jacketed wire) and switch leg (line voltage, black jacketed wire) wires must be a minimum of 6 inches in length within the 

junction box. Therefore, it may be necessary to add 14/2 gauge insulated copper wire using marrettes (wire-nuts) to connect to the cable in the 

junction box for added length. 

IMPORTANT SAFETY INSTRUCTIONS: 

a) Read all instructions before installing the light fixture (“luminaire”).  

b) If the light fixture has been provided with protective release film on the light guide diffuser, do not remove until installation 
is complete. If the release film has been removed, handle the light fixture only by the metal housing parts: do not grab the 
light guide with bare hands. Instead, use the gloves provided to handle to light guide to prevent transferring fingerprints or 
scratches to the light guide. 

c) For dry-location interior use only. Do not install in wet or damp locations. 

d) Do not conceal or extend exposed conductors through a building wall. 

e) To reduce the risks of fire and burns, do not install this lighting system where the exposed bare conductors can be 
shorted or contact any conductive material. 

f) To reduce the risk of fire and overheating, make sure all connectors are securely fastened. 

g) Do not install any luminaire closer than 6 inches from any curtain, or similar combustible material. 

h) Turn off electrical power before installing or modifying the lighting system in any way. 

i) Do not install any part of this system less than 7ft (2.15m) above the floor; the Class 2, low-voltage power suspension 
cables used in this product are UL rated for installation at a minimum height of 7ft (2.15m) above the floor. 

READ THIS FIRST 
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4.2 The junction box must also be grounded or attached to a ground wire in the ceiling; make sure the ground wire (bare copper, or green jacketed) is 

fastened to the junction box. If you have doubts about the suitability of the existing box or concerns about electrical connections, contact a 

licensed electrician. 

Step 5 – Install and secure mounting bracket 

5.1 Make sure the mounting bracket provided can be mounted to the junction box; LOOM mounting brackets 

can be mounted to a wide-variety of junction boxes. 

5.2 Orient the mounting bracket with its side flanges facing away from the ceiling.  

5.3 Feed the black and white jacketed wires found in the junction box through the wire passage hole in the 

mounting bracket. 

5.4 Using the two 8-32 screws provided, loosely fasten the mounting bracket to the junction box. The 

mounting bracket has slots that permit it to rotate it into a desired position when the screws are loose; the 

position will determine the orientation of the canopy and the fixture.  

5.5 Once the desired position has been determined, securely fasten the mounting bracket to the junction box 

prior to installation of the light fixture canopy. 

Step 6 – Connecting power and dimming wires 

6.1 Locate the black jacketed and white jacketed wires on the ‘INPUT’ side of the power supply in the canopy, 

and the black jacketed 'switch leg’ wire and the white jacketed ‘neutral’ wire from the junction box. Using marrettes (wire-nuts), connect the 

black wire from the power supply to the black wire from the junction box, and the white wire from the 

power supply to the white wire from the junction box. 

6.2 If the fixture is to be connected to 0-10v dimming switches, connect the purple and grey dimming wires as 

per the dimming switch instructions. If no dimming is being used, or if the fixture is to be connected to 

phase dimming (TRIAC, ELV) switches, use the marrettes (wire-nuts) provided to cap the purple and grey 

dimming wires (if they are present). For either dimming type, connect the power supply as per the 

instructions provided with the dimming switch. 

Step 7 - Connect the fixture canopy to the mounting bracket 

7.1 Using a 3/32 hex key, align the holes on the side of the fixture canopy with those on the mounting bracket 

flanges. Connect the canopy to the mounting bracket using the two flat head screws provided. 

Step 8 - Connect the power suspension cables to the luminaire 

8.1 Identify the positive and negative cable grippers on the top of the luminaire housing, marked by the + and – 

symbols respectively. These cable grippers are disposed to retain power-suspension cables from the canopy 

inserted into them; an unmarked cable gripper is to retain a non-powered suspension cable. 

8.2 To cut the cables use stainless steel power cutters and add a dab of crazy glue to the end so that the cable 

doesn’t fray. 

8.3 Identify the positive cable from the canopy, marked by the red tape, and the negative cable, marked by the 

blue tape; these two are power-suspension cables; the unmarked third cable is non-powered and for 

suspension only. Insert the suspension only cable into the unmarked cable gripper. Then insert the other 

two cables into their respective grippers (red to positive +, blue to negative -), keeping the cable vertical 

and preventing them from entwining during assembly. The cables must not cross. 

8.4 To adjust the cable lengths to level the luminaire, push the plunger on the top of each gripper down and 

push or pull the loosened cable to the desired position (Figure 3). IMPORTANT: Ensure that the cables are 

not pushed through too far (they should not touch the top housing surface of the luminaire), as shown in 

Figure 4. 

8.5 Remove the red and blue tape markers. If it is necessary to identify the polarity of the cables after the markers have been removed, the power 

suspension cables are identified in the canopy with a red insulator sleeve (positive) and a black insulator sleeve (negative); the non-powered 

suspension in not marked with an insulator sleeve. 

 

Figure 1 

Figure 2 

Figure 3 
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Step 9 – Remove the release film & maintaining the light guide diffuser 

9.1 With the gloves provided, remove the protective release film from the light-guide diffuser of the light 

fixture, taking care not to smudge or scratch the light-guide diffuser while doing so. 

9.2 Remove smudges and dust from the light guide diffuser only with a dry or slightly damp natural 

chamois (shammy), or Tiger-Cloth and Acrifix cleaner available at www.Acrylite-Shop.com. 

 

 

 

 

 

 

Your luminaire is now ready to turn on and be experienced! 

 

 

Figure 4 

http://www.acrylite-shop.com/

